
Installation Guide for Linux Printer Driver 
 

☞ Notes 

(1) Please check the Linux type, Linux version and architecture before installing the print driver. 

Specially, please check PC to install the print driver is for i386 or x86_64. 

(2) Please check gcc and CUPS library for installing the print driver. 

(3) If the error happens on installing the driver, please use the solution as follows. 

① autoreconf: not find 

   => sudo apt-get install autoconf 

② Can't exec "aclocal" 

   autoreconf: failed to run aclocal: No such file or directory 

   => sudo apt-get install automake 

③ C compiler cannot create executables 

   => sudo apt-get install g++ 

④ Configure: error: Could not find libcups.a 

   sudo apt-get install libcups2-dev libcupsimage2-dev 

 

In the case of ④, libcups2-dev have to install. 

 

【Installation】 

 

1. Untar the tar file in the terminal and go to that directory. 

2. Do “./configure”, “make”, “make install” command in order for installing the print driver. If 

“permission denied” error happen in “make install”, use “sudo make install”. 

 
 



 
 

 
 

【Adding the print driver】 

 

1. Select “Printing” in “System Setting”. 

 
 

2. Select “Add” item for adding the print driver. 

 
 

If you need to process the Firewall’s setting in Fedora, check the Firewall Configuration. 



3. After selecting “Network Print” in “Select Device”, select “AppSocket/HP JetDirect” when using 

the network port. Then insert IP address in “Host” and select “Forward. 

 
 

If use the USB port, check the message “A printer connected to a USB port” and select 

“Forward”. 

 
 

4. After a few seconds, select “Select printer from database”, “SINDOH” in “Makes” and “Forward” 

in order. 

 
 



After selecting “Models” and “Drivers”, select “Forward”. 

 
 

5. After selecting the option item in “Installable Option”, select “Forward”. If insert the printer 

information in “Describe Printer” and select “Apply”, then the installation of the print driver is 

done. 

 
 

If print a test page, select “Print Test Page”. If do not print a test page, select “Cancel”. 

 
 

 



6. “Printer Properties” window is displayed in the next step, and the user can change settings. 

 
 

7. Finally the user can verify the print driver is installed properly. 

 
 


